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Bullet-Resistant and Security Glazing



Bullet-Resistant
and Security

Glazing

Product Details

VIRTUALLY UNBREAKABLE - High impact, stress-free
lamination, will not spider or crack out on impact. Eliminates
costly and timely replacement of broken glass.

UL752 LISTED - Multiple shot, no-spall protection ranging

from .38 special to high velocity machine gun (Level 1,2, 3, & 6).

Additional levels available.

TOUGH HARD COAT SURFACE - Non stick, abrasion-
resistant coating resists marring and spray paint graffiti, cleans
easily.

WARRANTED - Warranted against delamination, coating
failure, excessive yellowing, and loss of light transmission.

LIGHT WEIGHT - Easily fabricated and requires no added
support to walls or counters.

AVAILABILITY - Stock sheets available for immediate
delivery. Easy to install.

Also Available

Blast Resistant Material - GSA approved Blast Resistant
materials available. Information available upon request.

Lexan® MR10 - coated polycarbonate for glazing applications

Applications

Correctional Facilities Institutional Facilities
Retail Stores Embassies

Financial Institutions Convenience Stores
Transit Stations Cash Transaction Areas
Health Care Facilities Jewelry Stores

Schools Government Buildings

PRODUCT SPECIFICATIONS GUIDE

WEIGHT (1)

PRODUCT GAUGE t/SF UL 752 RATING ASTM QUALITY ASSURANCE

HPW-TP-0500.00 Ballistic: Level A (.38 special)
Forced Entry: Level Ill (step 17)

HPW-TP-0500.00 Ballistic: Level A (.38 special)
Forced Entry: Level 11l (step 18)

HPW-TP-0500.00 Ballistic: Level B (9mm)
Forced Entry: Level |

HPW-TP-0500.00 Ballistic: Level B (9mm)
Forced Entry: Level V (Step 42)

HPW-TP-0500.00 Ballistic: Level C (.44 magnum)
Forced Entry: Level V (Step 42)
As tested by H.P. White: Royal Hong Kong Police

Force Crime Prevention Bureau using 7.62mm and
solid steel, banded, ammunition

Lexgard®MPC 375
Lexgard“MPC 500
Lexgard“MP 750

Lexgard®MP 1000
Lexgard“SP 1250

Lexgard®RS 1250

Level 2 (.357 magnum)

Level 3 (.44 magnum)

eve
(high velocity sub-machine gun
and supplementary shotgun}l

Dade County Approved - L-P-391D+
Meets Building Code Class CC2
Dade County Approved - L-P-391D+
Meets Building Code Class CC2
Dade County Approved - L-P-391D+
Meets Building Code Class CC2

Polycast®MP 1.25 D4802
Polycast®HP 1.25

Polycast®SP 1.25
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Fiberglass Panel Level 1 ASTM E199-98 one-hour fire rating

Level 2 ASTM E199-98 one-hour fire rating

Fiberglass Panel

Fiberglass Panel ASTM E199-98 one-hour fire rating

Fiberglass Panel ASTM E199-98 one-hour fire rating
Additional Level

Fiberglass Panel Protection Available
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4[> Piedmont
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Contact your local Piedmont Plastics location or
Peggi Smith, Glazing Products Specialist
Phone: 1-800-277-7898 Direct: (704) 597-8200 x276
Fax: (704) 597-3477
e-mail: psmith @ piedmontplastics.com

Test method for Security Glazing and Systems

Standard specification for Poly (Methyl Methacrylate) Acrylic Plastic Sheet

Standard Test Method for Steady-State Heat Flux Measurements and Thermal Transmission
Properties by Means of the Guarded-Hot-Plate Apparatus

:Lexgard® is a registered trademark of General Electric Company
Polycast® is a registered trademark of Spartech



